
NEW

Gross rated power: 55kW (74hp)    Rated operating capacity at full extension: 611-732kg    Maximum load height: 4.05m
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Introducing a unique machine with endless possibilities. The new JCB 
Teleskid is the first skid steer and compact track loader with a telescopic 
boom, it can reach higher, further and deeper than any other similar machine 
on the market and can access areas you wouldn’t have thought possible.



Reach higher.

1 	 Reaching to over 4 metres in height, the JCB 
Teleskid allows for quick and easy loading of lorries 
without needing a ramp.

2 	 At full extension the skid steer loader has has a 
rated operating capacity of 611kg while the tracked 
version offers an impressive 732kg capacity, enabling 
heavy items to be placed at extended reach with ease.

3 	 JCB Teleskid's unique design allows you to quickly 
and easily load over kerbs and other obstructions.

4 	 A forward reach of over 2m allows reaching 
through and over obstacles with a skid steer loader 
or compact track loader for the first time.

5 	 With the JCB Teleskid, now you can reach 
roughly 1 metre below ground for the first time, 
letting you rip out trees and roots or carry out 
ditching work when laying pipes.

THE NEW JCB TELESKID IS THE ONLY SKID STEER 
AND COMPACT TRACK LOADER WITH A VERTICAL 
REACH CAPABILITY OF OVER FOUR METRES AND A 
FORWARD REACH OF OVER TWO METRES, ALLOWING 
IT TO GO PLACES AND DO THINGS OTHER SKID 
STEERS CAN’T.
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LIMITLESS VERSATILITY.
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Work smarter.

6 	 The first skid steer and compact track loader with 
both vertical and radial lift. This is achieved through 
the telescoping boom on a radial lift chassis.

7 	 A standard hydraulic flow rate of 90 lpm allows 
you to operate attachments when fully extended. 
While additional 125 lpm high flow couplers allow 
safe operation of high flow attachments when the 
boom is fully retracted.

8 	 A zero turning radius allows you to work 
productively in confined areas such as waste bays, 
barns or sheds with ease.

9 	 SAE/ISO standard quickhitch allows for 
compatibility with any skid steer loader attachments.

10   The quickhitch is fitted with a single-point 
quickhitch lock and unlock flag for increased visibility 
to ensure that the attachment is safely locked in place.
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LIMITLESS VERSATILITY

JCB Teleskid is the only skid steer 
and compact track loader on  
the market with true bi-directional 
and extendable parallel lift.
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Achieve more.

1 	 With an extensive range of compatible 
attachments available, the JCB Teleskid allows for 
maximum productivity on site, achievable through 
the use of only one machine for a variety of tasks.

2 	 Proven JCB EcoMAX engine gives increased 
performance at low engine speed for improved cycle 
times and tractive effort. No DPF means no 
regeneration and loss of productivity.

3 	 Increase turnaround time through now having 
the ability to load and unload a trailer from a single 
side with this unique skid steer loader or compact 
track loader.

4 	 Together the JCB Smoothride System and 
2-speed transmission, ensures greater load retention 
and operator comfort for faster loading cycles and 
roading time.

GREATER PRODUCTIVITY.

THE JCB TELESKID CAN DO THE WORK OF FOUR 
MACHINES ALL IN ONE - A FORKLIFT, TELESCOPIC 
HANDLER, COMPACT WHEEL LOADER AND OF 
COURSE A SKID STEER LOADER, PROVIDING 
UNBEATABLE PRODUCTIVITY.
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Built to last.

1 	 With a pin height of 4.05 metres, the JCB Teleskid 
is able to easily load at height while maintaining 
stability throughout the machine’s lifting arch.

2 	 The JCB telescopic boom has a proven track 
record on over 200,000 machines. The extreme 
testing programme includes prolonged high stress 
loading, cold climate testing and repeated 
transmission use over thousands of cycles.

3 	 The boom is mounted on a single-piece 	
fully welded chassis to maximise strength and 
minimise weight.

4 	 A design incorporating a single piece of 'u' pressed 
steel provides for a high strength boom that has a 
minimal number of joints and less stress points. 
Centralised lift and extension rams evenly distribute 
load stresses. Rams are held in place by keyhole 
castings for greater structural integrity.

UNRIVALED STRENGTH AND STABILITY.

WITH A PROVEN HIGH STRENGTH STEEL BOOM 
MOUNTED ON A SINGLE-PIECE FULLY WELDED 
CHASSIS AND RELIABLE COMPONENTS, THE JCB 
TELESKID HAS BEEN CONSTRUCTED TO MAXIMISE 
STRENGTH AND EARNING POTENTIAL.
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Quickhitch constructed of 
high strength steel with high 
strength welds.
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TOTAL COMFORT AND CONTROL.

WITH EASY SIDE DOOR ENTRY, THE LARGEST CAB ON THE 
MARKET AND ELECTRIC OVER HYDRAULIC CONTROLS, THE 
JCB TELESKID OFFERS UNRIVALLED COMFORT AND CONTROL.

8

Unrivaled access.

1 	 JCB is the only manufacturer that offers a side 
entry skid steer and compact track loader. Aside from 
the more obvious safety benefit, this mode of entry 
allows for a door that is more than double the size of 
that offered by competition.

2 	 33% larger than the average cab puts it in a class 
of its own in terms of improved ergonomics and 
operator comfort.

3 	 Arm rests ergonomically positioned on the seat 
provide support when operating the boom controls, 
with storage space and a 12V socket located in the 
left arm rest.

4 	 A fully adjustable heated air suspension seat 
comes as standard on the JCB Teleskid and provides 
maximum comfort for the operator.
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Maintain control.

5 	 Inside the cab, the easily accessible right hand 
side control panel features machine diagnostics, 
electric throttle and ignition switch.

6 	 The left hand instrumentation, also at eye level, 
includes the integrated standard radio and climate 
control functions.

7 	 The JCB Teleskid also comes standard 	
with switchable ISO/H-pattern controls to suit 
operator preference.

8 	 Low effort electro hydraulic controls make 
operating a Teleskid easy. While the 7-way multi-
function joystick makes it easy to control a wide 
range of hydraulically driven attachments.

TOTAL COMFORT AND CONTROL
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JCB's MyChoice Control Software allows 
adaptation of the joysticks responsiveness 
to suit operator preference. Three settings 
allow operators to tailor the sensitivity of 
joystick movement to match the way in 
which they work.
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THE WORLD’S SAFEST.

WITH A SIDE DOOR FOR SAFE ENTRY AND EXIT 
INSTEAD OF HAVING TO CLIMB OVER ATTACHMENTS OR 
UNDER AN UNSUPPORTED BOOM, THE JCB TELESKID 
PROVIDES UNPARALLELED OPERATOR SAFETY.
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Safety first.

1 	 The side door access allows for safe entry and 
exit without having to climb over potentially 
dangerous attachments as on a competitor machine 
with front entry.

2 	 Standard electronic quick hitch with a fully 
enclosed tilt cylinder provides less material build up 
and better load visibility.

3 	 Optional dealer fit flashing beacon and 	
front screen guard available for increased 	
safety and security.
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GREATER VISIBILITY.
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IN ADDITION TO THE 
OUTSTANDING SITE 
SAFETY PROVIDED 
THROUGH THE UNIQUE 
SIDE ENTRY DESIGN,  
THE JCB TELESKID ALSO 
OFFERS UNRIVALED 
VISIBILITY BOTH AROUND 
THE MACHINE AND TO 
THE ATTACHMENT.

Visibly better.

1 	 Laminate side glass instead of the usual mesh 
further contributes to better all-round visibility.

2 	 JCB’s Teleskid mono-boom design provides an 
exceptional 270º field of vision.

3 	 This unique boom design provides exceptional 
all-round visibility and is 60% better compared to 
conventional twin arm design machines. Eye-level 
rear view mirror provides easy rear visibility.
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Ordinary Skid Steer 165º Visibility JCB Skid Loader 270º Visibility
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UNBEATABLE SERVICEABILITY.

Simple servicing.

1  	Large rear service door provides easy access to 
all daily maintenance points and engine bay. All daily 
checks and greasing can be done at ground level.

2  	A tilting cab design operated by one person gives 
excellent access for more detailed maintenance, 
without needing to raise the boom.

3  	O-ring face seal hydraulic fittings means less leaks 
and therefore, less maintenance downtime.

4  	A standard automatic reverse fan activates 
periodically or can be manually overridden from the 
cab to keep vital elements such as the cooling pack 
free of debris.

5  	Air intake scavenge system as standard keeps 
debris build-up in the air filter to a minimum helping 
extend service intervals.
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WITH A TILTING CAB DESIGN AND LARGE REAR 
SERVICE DOOR, DAILY MAINTENANCE POINTS 
AND ENGINE BAY ARE EASILY ACCESSIBLE FOR 
QUICK SERVICING.
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Clean fuel burning JCB EcoMAX 
engine requires no costly exhaust 
after-treatment, like heat resistant 
lube oils.




